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TABLE 10.—MISCELLANEOUS PROCESS VENTS—MONITORING, RECORDKEEPING AND REPORTING RE-
QUIREMENTS FOR COMPLYING WITH 98 WEIGHT-PERCENT REDUCTION OF TOTAL ORGANIC HAP
EMISSIONS OR A LIMIT OF 20 PARTS PER MILLION BY VOLUME—Continued

Control device Parameters to be monitored 2

Recordkeeping and reporting requirements for monitored pa-
rameters

All control devices ................... Presence of flow diverted to
the atmosphere from the
control device (63.644(c)(1))
or.

Monthly inspections of sealed
valves [63.644(c)(2)].

1. Hourly records of whether the flow indicator was operating
and whether flow was detected at any time during each
hour.

2. Record and report the times and durations of all periods
when the vent stream is diverted through a bypass line or
the monitor is not operating—PR 9.

1. Records that monthly inspections were performed.

2. Record and report all monthly inspections that show the
valves are not closed or the seal has been changed—PR 9.

aRegulatory citations are listed in parentheses.

bMonitor may be installed in the firebox or in the ductwork immediately downstream of the firebox before any substantial heat

exchange is encountered.
c“Continuous records” is defined in §63.641.

dNCS = Notification of compliance status report described in § 63.654.
eThe daily average is the average of all recorded parameter values for the operating day. If all recorded values during an op-
erating day are within the range established in the NCS or operating permit, a statement to this effect can be recorded instead of

the daily average.

fWhen a period of excess emission is caused by insufficient monitoring data, as described in §63.654(g)(6)(i) (C) or (D), the
duration of the period when monitoring data were not collected shall be included in the Periodic Report.

9PR = Periodic Reports described in § 63.654(g).

hNo monitoring is required for boilers and process heaters with a design heat capacity 244 megawatts or for boilers and proc-
ess heaters where all vent streams are introduced into the flame zone. No recordkeeping or reporting associated with monitoring

is required for such boilers and process heaters.

iProcess vents that are routed to refinery fuel gas systems are not regulated under this subpart. No monitoring, recordkeeping,
or reporting is required for boilers and process heaters that combust refinery fuel gas.

[60 FR 43260, Aug. 18, 1995, as amended at 61 FR 29881-29882, June 12, 1996]

Subpart DD—National Emission
Standards for Hazardous Air
Pollutants from Off-Site Waste
and Recovery Operations

SOURCE: 61 FR 34158, July 1, 1996, unless
otherwise noted.

§63.680 Applicability and designation
of affected sources.

(a) The provisions of this subpart
apply to the owner and operator of a
plant site for which both of the condi-
tions specified in paragraphs (a)(1) and
(a)(2) of this section are applicable. If
either one of these conditions does not
apply to the plant site, then the owner
and operator of the plant site are not
subject to the provisions of this sub-
part.

(1) The plant site is a major source of
hazardous air pollutant (HAP) emis-
sions as defined in 40 CFR 63.2.

(2) At the plant site is located one or
more of operations that receives off-
site materials as specified in paragraph
(b) of this section and the operations is
one of the following waste management
operations or recovery operations as

specified in paragraphs (a)(2)(i) through
(a)(2)(vi) of this section.

(i) A waste management operation
that receives off-site material and the
operation is regulated as a hazardous
waste treatment, storage, and disposal
facility (TSDF) under either 40 CFR
part 264 or part 265.

(i) A waste management operation
that treats wastewater which is an off-
site material and the operation is ex-
empted from regulation as a hazardous
waste treatment, storage, and disposal
facility under 40 CFR 264.1(g)(6) or 40
CFR 265.1(c)(10).

(iii) A waste management operation
that treats wastewater which is an off-
site material and the operation meets
both of the following conditions:

(A) The operation is subject to regu-
lation under either section 402 or 307(b)
of the Clean Water Act but is not
owned by a ‘“‘state’ or ‘““municipality”
as defined by section 502(3) and 502(4),
respectively, of the Clean Water Act;
and

(B) The treatment of wastewater re-
ceived from off-site is the predominant
activity performed at the plant site.
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